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4. Present Name(s) Kade House
5. Historic or Other Name(s) Kade House
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104 South Professor
6. Specific Address or Location

0900085108108
6a. Lot, Section or VMD Number

Oberlin
7. City or Village

9. U.T.M. Reference
 Quadrangle Name: Oberlin
17   397787  4571297
Zone Easting Northing

10. Classification: Structure
11. On National Register? NO

13. Part of Established Hist. Dist? NO
15. Other Designation (NR or Local)

16. Thematic Associations:

17. Date(s) or Period 17b. Alteration Date(s)
1968
18. Style Class and Design

18a. Style of Addition or Elements(s)

19. Architect or Engineer
Moore and Hutchins

19a. Design Sources

20. Contractor or Builder

21. Building Type or Plan
Other Building Type
22. Original Use, if apparent

24. Ownership Private
25. Owner's Name & Address, if known

26. Property Acreage
27. Other Surveys

28. No. of Stories
Two story
29. Basement? Yes
30. Foundation Material
Poured concrete
31. Wall Construction
Metal/steel frame

32. Roof Type 

Roof Material
Gable

Built-up (tar paper, membrane, graveled)
33. No. of Bays 12
34. Exterior Wall Material(s)

Brick

35. Plan Shape

36. Changes associated with 17/17b Dates:

37. Window Type(s)
Casement

38. Building Dimensions

39. Endangered? NO
By What?

40. Chimney Placement
Center
41. Distance from & Frontage on Road

42. Further Description of Important Interior and Exterior Features (Continued on Reverse if Necessary)

46. Prepared By:  Laurie :dedroceR etaD .84:noitazinagrO .74
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23. Present Use
Dormitory

Other

College
German

Dominant Modern Movements

Dormitory

Oberlin College

Board and batten

Original/Most significant construct17.

17b.

43. History and Significance (Continue on Reverse if necessary)

44. Description of Environment and Outbuildings (See #52)

45. Sources of Information

3.55
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50' approx

This building, which McAlester would call 'Contemporary' style, was built in 1968, designed by Moore & Hutchins, & is the southeastern
section of a complex of 3 buildings with a central common area. Kade's south elevation has 3 main elements: residential, entry, and lounge 
units. The north wall of the lounge unit connects to the common area, & the west wall of the lounge unit intersects with Price House. The 
east & west elevations of the residential unit are identical & 2 stories. The corner sections of this element are brick. All windows set in 
brick have stone slip sills. The brick section wraps around the corner, & the 1st & last window on each elevation are in the brick segment. 
Each of the remaining 6 bays at each elevation are recessed with board & batten siding & 2 vertical windows. Each of the board & batten 
sections are separated by a brick, stone, & cement projecting 'column' that is in the same plane as are the corner elements. The front face 
of each of these units is of header bond brick, while the 2 sides, each facing 'in' on the board and batten section, are of slabs of crushed 
stone in cement.  Each window set in the board and batten section has  continued...

The Max Kade House is one of Oberlin's program houses, German House. The hall gives students the ability to improve their fluency in the 
German language and explore the German culture. Designed by Moore & Hutchins in 1968, Kade House is attached to Harvey House and
Price House. Kade has a capacity for 33 residents. Oberlin's Max Kade house is one of many such houses at colleges and universities
across the country. All are named in honor of a prominent, German pharmacist of the early 20th century and sponsored by a foundation, the 
Max Kade Foundation, which he endowed.

This building is situated at the southeastern end of a unit located at the intersection of South Professor & Forest streets in a relatively quiet 
residential section. South Professor is a main artery of Oberlin's road system; this dormitory faces both South Professor & Forest streets. 
The building is located near other dormitories & some private residences.  The Oberlin College South Quad sits to its northwest. A small 
parking lot & loading dock is located at the northeast, in front of the  continued...

Gordon, Stephen C., 'How to Complete the Ohio Historic Inventory,' Ohio Historical Society, Columbus. 1992.; McAlester, Virginia and Lee. 'A
Field Guide to American Houses.' Alfred K. Knopf Inc. New York. 2000.; Lorain County Court House, Auditor Property Record, Internet,
http://www.loraincounty.com/auditor/index.shtml, Accessed 2005.; Department of Residential Life. Residential Life & Dining Services:
Housing: Program Houses. Oberlin College. 24 August 2005 < http://www.ob continued...
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51. Condition of Property:

49. PIR Reviewer: 50. PIR Review Date:

53. Affiliated Inventory Numbers
Historic (OHI)

Archaeological (OAI)

L-shaped

52. Historic Outbuildings & Dependencies

19681968
Date
Other Building Type
Other Building Type
Structure Type

Original/Most significant construction
Original/Most significant construction
Associated Activity
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54. Farmstead Plan :

Report Associated With Project:

NADB #:

8. Site Plan with North Arrow

Repetition of bay 
arrangement

Symmetry:

Lateral axis with lateral 
smaller extension

Orientation:

Recessed
Door Position:

Single off center
Door Selection:
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42. Further Description of Important Interior and Exterior Features (Con't)
 wooden surrounds; all windows in the residential section have casement windows as their top section and hopper windows as their bottom 
section. The southern elevation is composed of 3 bays: the 2 brick sections that wrap around the corners, and a middle board and batten 
section with a tall metal and glass window segment. The window stretches from the ground to the roofline & is made of 2 units, each has 1 
narrow row of metal plates, a row of hopper windows, & a row of tall windows with metal surrounds & each is made of 5 panels. 2 sections of 
board & batten siding flank the window element. The west board & batten element contains a door covered with board & batten siding. The 
north elevation attaches to the 1-story entry unit. Over the roof of the entrance, the board & batten siding & window elements are preserved. 
Since this elevation is shorter, only 2 rows of windows (1 is hopper) are present, & there are no metal panels. The roof on this element is 
slightly gabled in the center but flattens toward the sidesa and juts out to an overhang. The 1-story board & batten & glass entry section has 
2 visible elevations. The west elevation is made of 4 9-panel glass windows with metal surrounds for each pane. 1 of these incorporates a 
2-panel single door with a transom & sidelights with casement windows as the center panel in the sidelights; the other 3 windows preserve 
this pattern, but have simple glass panes instead of a true door. The eastern elevation of the entry has a double 2-panel glass door with a 
transom set in a wall covered with board & batten siding. 3 adjacent sliding windows are midway down the board & batten wall. The 1-story 
brick lounge projects slightly from the entry & is somewhat taller with a slightly gabled roof like that of the residential unit. It has a large 
projecting 21-panel glass window with metal surrounds. It imitates the 9-panel glass door elements in the west elevation of the entry. 3 of 
these 9-panel glass elements are combined, but with 2 columns overlapping, making it a 21-, rather than 27-, panel window. It sits in a brick 
projection & has an 'entablature' & metal surrounds. The south elevation of this lounge joins with the south elevation of the lounge for Price 
House (100 S. Professor). It is 1 story, brick & has a flat roof & 2 of the large 9-pane glass windows, with a taller 3rd row of panels than in the 
other windows of this form in this building. 1 of these window units has a glass door instead of windows. The common area lies to the north 
& northwest of this section of Kade. The brick east elevation of the common area has a flat roof & was formerly a cooperative dining hall 
shared by all 3 connected dorms. It has a set of double metal doors, each with a small rectangular window, under a metal hood opening onto 
an elevated concrete loading dock. The west elevation, also brick with a flat roof, features 2 sets of staircases down to 3 exterior entrances (a 
single metal door,  double metal door, & single wire door) to the mechanical rooms in the basement of the building. From east to west, there 
are 2 1-panel frosted windows, a pair of adjacent casement-hopper windows with stone slip sills, a small chimney, & 9 sets of 3-panel 
windows. Each 3-panel window include a hopper window, tall stationary window, & a metal plate, which extends to the roofline.
43. History and Significance (Con't)

 common space.

44. Description of Environment and Outbuildings (Con't)

berlin.edu/reslife/housing/Hhouses/Hkade.html>.; German History in Documents and Images (GHDI). March 2004. German Historical Institute, 
Washington, DC. 24 August 2005 < http://germanhistorydocs.ghi-dc.org/max_kade.cfm>.; Moore & Hutchins. 'Design Pamphlet.' Found in 
Oberlin College Archives: Group6, Subgroup IV, Series 3, Box 29, File 'Residence Halls 1954-71'.

45. Sources (Con't)


