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1.No. LOR-1795-21 |2.County Lorain 4. Present Name(s) 6;
3. Location of Negatives  O.H.l.O. Resource Cen 39
O
v
Roll No. Picture No.(s) 5. Historic or Other Name(s) IB
6 04, 05 Stewart-Peterson House
6. Specific Address or Location 16. Thematic Associations: 28. No. of Stories —n
152 Shipherd Circle College, Music, Two story g'g
17. Date(s) or Period 17b. Alteration Date(s) 29. Basement? > Er

6a. Lot, Section or VMD Number
0900-087-105-020

7.City or Village If Rural, Township & Vicinity

Oberlin

30. Foundation Material
Brick bearing

c. 1950-56
18. Style or Design High Style
Other, Elements

8. Site Plan with North Arrow

TN

(.

=)
FE
|

18a. Style of Addition or Elements(s)

31. Wall Construction
Balloon frame/western frame/pla

19. Architect or Engineer
Max Ratner, Douglas Johnson

32.Roof Type Shed/pent
Roof Material Unknown

19a. Design Sources

33.No.of Bays 3
Side Bays Irregular

20. Contractor or Builder

34. Exterior Wall Material(s)
Clapboard or weatherboard

35. Plan Shape L-shaped

21. Building Type or Plan
Other House Type

9. U.T.M. Reference

Quadrangle Name:  Oberlin
17 399251 4571218
Zone Easting Northing

22. Original Use, if apparent
Single Dwelling, , ,

36. Changes Addition
(Explain in #42) Altered
Moved

23. Present Use
Single Dwelling, ,

37. Window Type(s)
Casement, Other

10. Classification: Building

24.Ownership Private

38. Building Dimensions
36x29

11. On National Register?

13. Part of Established Hist. Dist?

25. Owner's Name & Address, if known

39. Endangered?
By What?

15. Other Designation (NR or Local)

26. Property Acreage 48

40. Chimney Placement
Off center within roof surface

27. Other Surveys

41. Distance from & Frontage on Road
Approx. 45'

(S)aweN dLOISIH 10 1Uasald b

42. Further Description of Important Interior and Exterior Features (Continued on Reverse if Necessary)

This house has been greatly altered from its original appearance, which was a one-story ranch house, similar to neighboring houses on Shipherd
Circle with a flat roof. The c. 1970-80 addition greatly altered its appearance. The home's current style can best be defined as what Virginia and Lee
McAlester call Shed style, or American International style (in A Field Guide to American Houses, 1984). According to McAlester, the style is

influenced by continued...

43. History and Significance (Continue on Reverse if necessary)

This house was built around 1950 for the first known owners, W. Blair and Laura Stewart by Max Ratner and Douglas Johnson (Blodgett 214,
Petersen). W. Blair was a dean at Oberlin College (Blodgett 214, City Directory). By 1961, Harold W. and Charlene M. Peterson had moved into
the house with their two children (City Directory). Harold was an assistant professor at Oberlin College (City Directory), and a Class Agent in the

Conservatory Cluster in 1944 (Oberlin College Online). In 1968, Alfred continued...

44, Description of Environment and Outbuildings (See #52)

The house is in good condition. It is located in a residential area of contemporary homes.

45. Sources of Information

'Alumni Council Handbook, 2002-2003,' Oberlin College Alumni Association, Oberlin, Ohio, p. 15, Internet, www.oberlin.edu/alumni, Accessed 23
January 2004.; Blodgett, Geoffrey, '‘Oberlin Architecture, College and Town: A Guide to Social History,' Oberlin College, 1985.; City Directories,

O.H.L.O continued...

46. Prepared By: Petersen, T Reeves, M Surovy

47.Organization: O.H.L.O.

48. Date Recorded: 08/19/2003
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1.No. LOR-1795-21 |2.County Lorain 4. Present Name(s) o2

3. Location of Negatives (Q.H.|.O. Resource Cen I\flp
%)
wn

Roll No. Picture No.(s) 5. Historic or Other Name(s) IB

6 04,05 Stewart-Peterson House

51. Condition of Property: Excellent 54, Farmstead Plan

52. Historic Outbuildings and Dependencies

53. Affiliated OAI Site Numbers

Door Selection: Single off center
Door Position:  Flush
Orientation: Gable end axis

Symmetry: Bilateral asymmetry

FOR OHPO USE:
49. Revised By:

50a. Date Revised:
50b. Reviewed by:

RPR Number:

42. Further Description of Important Interior and Exterior Features (Con't)

the work of Charles Moore and Robert Venturi, because it displays colliding shed roofs that form geometric shapes, and a recessed door. The main
facade has two shed roofs at each end that rise up towards the center of the house. A side gable that sits lower than the shed roofs interrupts them.
The exterior of this house has little ornament, aside from the drop or novelty clapboard siding. Two wide, short windows are located at the right
corners of the left side, second story of each tall section. The second story of the left half of the facade projects over the first story, which has no
visible windows. The right side of the facade has a one-car attached garage with a flat roof, and the garage extends from the house. The center of

the elevation has large windows to the right of the door; the windows span the first and second stories. At the eastern elevation, a band of windows is

located on the eastern side.

43. History and Significance (Con't)

F.and Anna W. MacKay occupied the house with their two children (Property Card).

44, Description of Environment and Outbuildings (Con't)

45, Sources (Con't)

Resource Center.; Holsworth, Pat, Oberlin Pioneer Database.; Lorain County Court House, Auditor Property Record, Internet,
http://www.loraincounty.com/auditor/index.shtml, Accessed 2003.; Sanborn Fire Insurance Maps.; Gordon, Stephen C,,' How to Complete the Ohio
Historic Inventory,' Ohio Historical Society, Columbus, 1992.; McAlester, Virginia and Lee,' A Field Guide to American Houses,' Alfred K. Knopf Inc.,
New York, 2000.;' Alumni Register: Graduates and Former Students, Teaching and Administrative Staff, (1833-1960),' Oberlin College, 1961.
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